
10171 FDA CLEAR 
BRAIDED PVC 250 PSI 
A lightweight PVC hose with braided polyester reinforcement for increased working 
pressures. Meets FDA requirements. For use with liquid food transfer or light 
chemical transfer applications.

888-661-1680 www.rubberworxhose.com sales@rubberworxhose.com

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov.

PART #
ID OD WP WEIGHT

Fraction (in) Decimal (in) Metric (mm) Fraction (in) Decimal (in) Metric (mm) PSI Bar (lb/ft) (kg/m)

10171-025  1/4 0.25 6  4/9 0.44 11 250 17 0.06 0.09

10171-031  1/3 0.31 8  1/2 0.52 13 250 17 0.07 0.10

10171-038  3/8 0.38 10  3/5 0.59 15 250 17 0.09 0.13

10171-050  1/2 0.50 13  3/4 0.75 19 200 14 0.13 0.19

10171-063  5/8 0.63 16  8/9 0.89 23 200 14 0.18 0.27

10171-075  3/4 0.75 19 1    1.03 26 150 10 0.22 0.33

10171-100 1    1.00 25 1 1/3 1.30 33 125 9 0.30 0.45

10171-125 1 1/4 1.25 32 1 5/8 1.62 41 100 7 0.46 0.68

10171-150 1 1/2 1.50 38 2    1.94 49 100 7 0.64 0.95

10171-200 2    2.00 51 2 1/2 2.49 63 75 5 0.94 1.40

TUBE:
REINFORCEMENT:

COVER:
COVER FINISH:

TEMPERATURE:
BRANDING:

Clear FDA Compliant PVC 
Textile  
Clear FDA Compliant PVC 
Smooth, Smooth
25F° to 150F° 
RUBBERWORX .50” FDA CLEAR 
BRAIDED PVC 250 PSI


