
Part Number Material NPS 
(IN)

OD 
(IN)

Length 
(IN) NPT Thread

Pressure 
Rating 
(PSI)

Weight 
(ea - lb)

RBX-TOE-025X1.5-304 304 Stainless Steel  1/4 0.54 1.50 1/4 - 18 7985 0.05

RBX-TOE-025X1.5-316 316 Stainless Steel  1/4 0.54 1.50 1/4 - 18 7985 0.05

RBX-TOE-025X1.5-CS Carbon Steel  1/4 0.54 1.50 1/4 - 18 7985 0.05

RBX-TOE-038X1.5-304 304 Stainless Steel  3/8 0.68 1.50 3/8 - 18 6606 0.07

RBX-TOE-038X1.5-316 316 Stainless Steel  3/8 0.68 1.50 3/8 - 18 6606 0.07

RBX-TOE-038X1.5-CS Carbon Steel  3/8 0.68 1.50 3/8 - 18 6606 0.07

RBX-TOE-050X1.5-304 304 Stainless Steel  1/2 0.84 1.50 1/2 - 14 6358 0.11

RBX-TOE-050X1.5-316 316 Stainless Steel  1/2 0.84 1.50 1/2 - 14 6358 0.11

RBX-TOE-050X1.5-CS Carbon Steel  1/2 0.84 1.50 1/2 - 14 6358 0.11

RBX-TOE-075X1.5-304 304 Stainless Steel  3/4 1.05 1.50 3/4 - 14 5273 0.14

RBX-TOE-075X1.5-316 316 Stainless Steel  3/4 1.05 1.50 3/4 - 14 5273 0.14

RBX-TOE-075X1.5-CS Carbon Steel  3/4 1.05 1.50 3/4 - 14 5273 0.14

RBX-TOE-100X2.0-304 304 Stainless Steel 1    1.32 2.00 1 - 11-1/2 4956 0.28

RBX-TOE-100X2.0-316 316 Stainless Steel 1    1.32 2.00 1 - 11-1/2 4956 0.28

RBX-TOE-100X2.0-CS Carbon Steel 1    1.32 2.00 1 - 11-1/2 4956 0.28

RBX-TOE-125X2.0-304 304 Stainless Steel 1 1/4 1.66 2.00 1-1/4 - 11-1/2 4133 0.38

RBX-TOE-125X2.0-316 316 Stainless Steel 1 1/4 1.66 2.00 1-1/4 - 11-1/2 4133 0.38

RBX-TOE-125X2.0-CS Carbon Steel 1 1/4 1.66 2.00 1-1/4 - 11-1/2 4133 0.38

RBX-TOE-150X2.0-304 304 Stainless Steel 1 1/2 1.90 2.00 1-1/2 - 11 3739 0.45

RBX-TOE-150X2.0-316 316 Stainless Steel 1 1/2 1.90 2.00 1-1/2 - 11 3739 0.45

RBX-TOE-150X2.0-CS Carbon Steel 1 1/2 1.90 2.00 1-1/2 - 11 3739 0.45

RBX-TOE-200X2.0-304 304 Stainless Steel 2    2.38 2.00 2 - 11-1/2 3177 0.61

RBX-TOE-200X2.0-316 316 Stainless Steel 2    2.38 2.00 2 - 11-1/2 3177 0.61

RBX-TOE-200X2.0-CS Carbon Steel 2    2.38 2.00 2 - 11-1/2 3177 0.61

RBX-TOE-250X2.5-304 304 Stainless Steel 2 1/2 2.88 2.50 2-1/2 - 8 3460 1.21

RBX-TOE-250X2.5-316 316 Stainless Steel 2 1/2 2.88 2.50 2-1/2 - 8 3460 1.21

RBX-TOE-250X2.5-CS Carbon Steel 2 1/2 2.88 2.50 2-1/2 - 8 3460 1.21

RBX-TOE-300X3.0-304 304 Stainless Steel 3    3.50 3.00 3 - 8 3024 1.90

RBX-TOE-300X3.0-316 316 Stainless Steel 3    3.50 3.00 3 - 8 3024 1.90

RBX-TOE-300X3.0-CS Carbon Steel 3    3.50 3.00 3 - 8 3024 1.90

RBX-TOE-400X4.0-304 304 Stainless Steel 4    4.50 4.00 4 - 8 2581 3.60

RBX-TOE-400X4.0-316 316 Stainless Steel 4    4.50 4.00 4 - 8 2581 3.60

RBX-TOE-400X4.0-CS Carbon Steel 4    4.50 4.00 4 - 8 2581 3.60

RBX-TOE-500X6.0-304 304 Stainless Steel 5    5.56 6.00 5 - 8 2273 7.32

RBX-TOE-500X6.0-316 316 Stainless Steel 5    5.56 6.00 5 - 8 2273 7.32

RBX-TOE-500X6.0-CS Carbon Steel 5    5.56 6.00 5 - 8 2273 7.32

RBX-TOE-600X6.0-304 304 Stainless Steel 6    6.63 6.00 6 - 8 2071 9.50

RBX-TOE-600X6.0-316 316 Stainless Steel 6    6.63 6.00 6 - 8 2071 9.50

RBX-TOE-600X6.0-CS Carbon Steel 6    6.63 6.00 6 - 8 2071 9.50

RBX-TOE-800X6.0-CS Carbon Steel 8    8.63 6.00 8 - 8 1829 14.29
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WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov.

THREADED PIPE NIPPLE (TOE)

NPT THREADS:

ASME B1.20.1

MATERIALS: 

ASTM A106
ASTM A312 304 and 316


